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SECTION 1
INTRODUCTION

The Permit Criteria Manual (PCM) as a manual for the permit criteria and
technical specifications for potable water, wastewater, reuse water,
stormwater management, roadway and bridges, landscape and common area
projects within the Celebration and Enterprise Community Development
Districts (District).  All irrigation systems shall comply with the
requirements of a reuse water project.

‘The Permit Criteria Manual appliés to all public and private system
connections and extensions to existing District systems.

All procedures, applicable charges and fees associated with the connection
and service with as well as the extension of the District utility systems are
described in the District Operating Policies and Procedures.

PROJECT OVERVIEW

The Enterprise and Celebration Community Development Districts, created
under Chapter 190, Florida Statutes, was established on March 29, 1992,
The District comprises approximately 9500 gross acres all within Osceola
County, Florida.

The District’s Board of Supervisors has special power relating to public
improvement and community facilities authorized by the above legislation
and more specifically identified and described in the Engineer’s Report.

MANUAL FORMAT
This manual is divided into seven sections:

Introduction

General Requirements and Plan Submittal
Utility Systems

Stormwater Management System
Roadways and Bridges

Landscape and Common Area

Standard Specifications

The requirements and specifications within the Permit Criteria Manual are
dynamic in nature. Those requirements and specification addressed herein
have been coordinated and cross-referenced with the respective portions of
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the- District Operating Policies and Procedures, Developer’s Agreement,
Drainage Interlocal Agreement and other related documents or agreements
to determine the design guidelines required within the District. The Permit
Criteria Manual user should, however, ensure that all design meets the
applicable federal, state and local regulations and laws. The most stringent
regulations, laws or policies will take precedence.

It is imperative that all Developers building within the District which will
connect to, utilize, or extend any District system or facility be familiar
with the referenced material listed in each section. The Developer is
advised that the PCM as well as other District documents will be from
time to time updated; and to that extent, it is the Developer’s responsibility
to ensure that the Developer has received all updates, amendments and
subsequent rules and regulations to District Documents. This manual is not
the one source of information necessary to meet all regulatory agency
requirements, but is a guide for that purpose. '

DEFINITIONS

Whenever the following terms are used in the "Permit Criteria Manual®,
the intent and meaning of such terms shall be interpreted as follows:

ANSI: American National Standards Institute, Inc.

AASHTO: American Association of State Highway and Transportation
Officials

ASTM: American Society for Testing and Materials
AWWA: American Water Works Association

Developer: Any person, corporation, or other legally recognized entity
who engages in the business of making improvements to or upon real
property located within the district’s service area as owner, tenant or
legally constituted agent for the owner of such real property.

District: The Celebration and/or Enterprise Community Development
District that certain local unit of special purpose government of the State
of Florida, created pursuant to the provisions of Chapter 190 Florida

Statutes.




District Engineer: A professional or engineering firm selected and retained
from time to time by the District to perform engineering services on behalf

of the District.

Drainage or Utility Easement. An area designated by plat and/or easement
document for the purpose of surface water management or utility facilities.

Engineer: A Florida Registered Professional or his representative as
employed by the Developer for the purpose of project design, inspection
and testing.

FDEP: Florida Department of Environmental Protection
FDOT: Florida Department of Transportation
N.G.V.D.: National Geodetic Vertical Datum

Owner’s Agent or Owner Representative: An authorized representative of
the Owner or Developer assigned the responsibility of project construction
management. '

RCID: Reedy Creek Improvement District

SFWMD: South Florida Water Management District.




SECTION 2
GENERAL REQUIREMENTS AND

DESIGN PROGRESS/PERMIT
SUBMITTAL

ADMINISTRATIVE

Permits

The Developer shall obtain and pay for all permits, from all applicable
local, state, and federal agencies that are required for the construction of
the proposed improvements prior to beginning construction. Additionally,
the Developer shall comply with any and all permits, approvals and
agreements secured by the District and/or by other entities that affect or
encumber the Developer’s Project or limits of construction. -

In no case will any connections to the District’s systems be permitted until
the Developer’s Utility Service Request Application is accepted by the
District and/or a Developer’s Agreement between the Developer and the
" District is executed.

Construction Plan Review

During the design and permitting of the Developer’s Project, the Developer
shall provide and the District shall review the construction permit plans
and technical specifications of the proposed roadway and bridges, grading,
stormwater management, erosion control, utility systems, landscape and
common area designs. All plans shall be prepared in accordance with the
provisions of Chapter 471, Florida Statutes, governing the practice of
professional engineers and landscape architects. All plans shall be
prepared on drawings no larger than 22" x 34" The developer shall
submit five sets of full size (22" x 34") and five sets of half size (11" x
17") construction plans, technical specifications, and supporting documents.
Where applicable, all documents shall be signed and sealed by a
professional engineer or landscape architect registered in the State of

Florida.

All plan submittals shall include the necessary information to allow for the
review of the proposed improvements at one time. Review of the
submitted documents will not commence until all necessary information
has been received by the District. Phased projects may submit plans for
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relevant phases only, but the plans shall be of sﬁfﬁcier_lt detail for the
District to understand the design of the additional phases.

Construction plans shall include, as a minimum, the following:

- Project Name, Applicant’s Name, Design Engineer, Design
Landscape Architect, Date and Sheet Index.

- General location map.

- Scale, north arrow and legend stating the meaning of all
symbols used on the plans.

- Legal limits and description of the Property.

- All horizontal control shall be shown on each construction
plan and shall be based on the District coordinate grid

system. ,

- Location of all existing roads, right-of-way, easements,
topography (with a description of the benchmark),
sidewalks, landscaping, stormwater management and utility
systems, weltands, wetland buffers, 100-year flood plain and
any other existing element on the project boundary or
within 100 feet outside the project boundary. All elevations
shall be on National Geodetic Vertical Datum (NGVD).

- Limits of construction plan including identification of
construction access and haul routes.

- Location of all proposed roads, buildings, paving, drainage
and utility improvements, pipe sizes and materials, potable
water and reuse water system connections, inlets, manholes,
cleanouts, hydrants and valves. Provide proposed elevations
on the appropriate items.

- Proposed site topography with 1 foot contours and spot
elevations to indicate high points and low points. All
elevations shall be on National Geodetic Vertical Datum

(NGVD).




Plan and profile sheets for all drainage, potable water,
wastewater, force main, reuse water and wastewater gravity
sewer lines.

Rim and invert elevations for all drainage and wastewater
gravity sewer lines and manholes.

Location of all existing District utilities adjacent to
proposed project, showing clearly the interface between
existing and proposed conditions. This shall include but not
be limited to special features to safeguard District utilities
and water management from hazardous substances.

Location and details of the proposed erosion and
sedimentation control plan. Description of measures to be

implemented during the construction period to limit adverse
quantity and quality impacts off the site.

Location, size and configuration of all utility and water
management easements proposed for District facilities.

Proposed landscape plan indicating the following:

a. location, space, size and species of all trees, shrubs,
groundcover areas and muck areas.

b. quantity of plant material by type with scientific and
common name.

c. identification of all special characteristics such as
color, multi-trunk condition, branching pattern.

d. vegetation and trees to be removed/cleared and those
to be preserved and protected with details on the
method of protection.

Proposed irrigation plan indicating the following:
a. location and size of main lines and distribution lines.
b. location, spacing and type of heads and valves.

c. type of system/controller.




d. points of connection to the District’s system.
e. area of coverage.

All construction plans shall be prepared at a scale no greater than 1" = 40’.
Profile sheets shall be prepared at a scale of 1" = 40° horizontal and 1" x
4’ vertical. Special details and/or plans shall be prepared at a suitable
scale to clearly identify the intent of the work.

FDEP Utility System Permitting

The Developer shall, before submission to the FDEP, submit five original
copies of the FDEP Public Drinking Water and Domestic Wastewater
permit application submittals to the District for its review and acceptance
of the proposed utility system connections and/or extensions to the
District’s utility system: a copy of the District acceptance forms are
included at the end of this section as Exhibits and . All
copies of the application shall be completely filled in, signed and dated by
the permit applicant (Developer), the Engineer and the City of Kissimmee.
Documentation on the project fire flow calculations shall also be submitted
with the FDEP utility applications. Upon completion of District review,
four original applications will be returned to the Developer or the Engineer
for submittal to the FDEP.

Should any ’Requests For Additional Information’ (RAI) or any other
related correspondence associated with the Developer’s FDEP permit
applications be issued to the Developer or the applicant, the Developer
shall ensure that copies of those documents, with attachments if applicable,
and any responses made are forwarded to the District in a timely manner.

RCID/SFWMD Stormwater Management System Permitting

The Developer shall, before submission to the RCID, submit five original
copies of the SFWMD Surface Water Management permit application
submittal to the District for its review and acceptance of the proposed
stormwater management system connections and/or modifications to the
District’s stormwater management system: a copy of the District
acceptance form is included at the end of this section as Exhibit

All copies of the application shall be completely filled in, signed and dated
by the permit applicant (Developer) and Engineer. Upon completion of
District review, four original applications will be returned to the Developer
or the Engineer for submittal to the RCID.




Should any ’Requests For Additional Information’ (RAI) or any other
related correspondence associated with the Developer’s SFWMD permit
application be issued to the Developer or the applicant, the Developer shall
ensure that copies of those documents, with attachments if applicable, and
any responses made are forwarded to the District in a timely manner.

Pre-Construction Notification

All construction shall be completed in accordance with the construction
plans and specifications approved by the applicable local, state and federal

agencies.

1.

The Developer or his Engineer shall conduct a pre-construction
meeting with District representatives, Osceola County, Reedy Creek
Improvement District, Engincer of Record, the Contractor,
appropriate subcontractors and any other appropriate entity. The
purpose of this meeting is to discuss any proposed changes to the
approved designs, proposed construction schedule, District
inspection and observation procedures, general coordination,
notification procedures and any other requirements regarding the
construction activities. The Developer shall submit to the District
a copy of all construction permits to the pre-construction meeting.

The project may be inspected periodically by the District’s
inspector. Deficiencies will be noted by the inspector and the
Developer and/or his Engineer will be notified. Major deficiencies
shall be corrected prior to continuing construction work. All
deficiencies noted during periodic inspections shall be corrected
prior to final acceptance by the District.

The District shall be notified 48 hours prior to any testing or
sampling so that a District representative may be present to witness
such tests and sampling. Testing and sampling that would require
notification would include but not be limited to compaction tests on
backfill, pressure and leakage tests for pressure mains, main
flushing, disinfection and bacteriological sampling for potable
water, reuse water and wastewater force mains, and alignment, and

infiltration/exfiltration tests for gravity sewer mains.

Completion of Construction

1.

Prior to final acceptance of the Developer’s connections to District
systems and/or that portion of the Developer’s system that will be
turned over to the District, the District may complete a final




inspection of drainage, potable water, reuse water, irrigation and
wastewater systems. A punch list will be prepared by the District’s
inspector calling out items that are not in conformance with Design
Drawings and Specifications or with Standard District Details and
Specifications. All deficiencies noted shall be repaired or replaced
before final acceptance will be given by the District. The District
may, at its discretion, waive the final inspection of the facilities.

In no case will any final connections to the District’s systems be
allowed until the system(s) are approved and accepted by the
District. Although the District may accept portions of the system
for phased projects, it is not obliged to do so.

The Developer shall submit one complete set of reproducible mylar
record drawings certified by the Engineer of Record in accordance
with the District Utility Operating Policies and Procedures. Record
drawings shall clearly indicate the final as-constructed location of
mains, ﬁttmgs valves, hydrants, air release valves, blowoffs, meter -
boxes, services, manholes, sewer laterals, cleanouts and other
appurtenances. © The location of items listed above shall be
dimensioned and referenced to permanent points of reference.
Record drawings shall also indicate lot sizes, rights-of-way lines,
easement lines and pavement locations. Should -the - Record
Drawings be deemed inaccurate or incomplete by the District, the
District shall return those documents to the Developer for review

and resubmission.

The Developer shall submit Grants of Easement and/or Easement
' Modification Agreements including legal descriptions and sketch
maps prepared by a surveyor registered in the State of Florida, for
review and acceptance by the District.

The Developer shall provide Engineer’s certification to the District
that all facilities were installed in accordance with approved plans,
specifications and/or record drawings and that all testing and
sampling requirements were met.

The Developer shall, before submission to the FDEP, submit two
original copies of the FDEP potable water and wastewater Request
for Clearance submittals to the District for its review and
acceptance of the proposed utility system connections and/or
extensions to the District’s utility system: a copy of the District’s
acceptance forms are included at the end of this section as Exhibits
and . Upon completion of District review, one.
original application will be returned to the Developer or the
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Engineer for submittal to the FDEP.

6. The Developer shall, before submission to the RCID and SFWMD,
submit two original copies of the SFWMD Construction
Completion submittal to the District for its review and acceptance
of the proposed stormwater management system connections and/or
modifications to the District’s stormwater management system: a
copy of the District acceptance form is included at the end of this
section as Exhibit . Upon completion of District review, one
original application will be returned to the Developer or the
Engineer for submittal to the RCID.

7. Prior to the activation of the Developers Utility System that is
connected to the District’s system, the Developer shall furnish,
complete and/.or comply with the items identified on the Customer

Service Application.

Letter of Acceptance

Upon receipt of System Clearance documentation from FDEP for the
‘proposed potable water and wastewater systems, the District shall notify
Osceola County, in writing, that construction has been completed and the
- District accepts the connections to the existing District utility systems
and/or that portion of the Developers system given to the District.

Upon receipt of notification from RCID and SFWMD that construction of
the proposed stormwater management system has been accepted, the
District shall notify Osceola County, in writing, that construction has been
completed and the District accepts the proposed stormwater management
system and/or the connections to the existing District Stormwater

Management System.
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Engineer for submittal to the FDEP.

6. The Developer shall, before submission to the RCID and SFWMD,
submit two original copies of the SFWMD Construction
Completion submittal to the District for its review and acceptance
of the proposed stormwater management system connections and/or
modifications to the District’s stormwater management system: a
copy of the District acceptance form is included at the end of this
section as Exhibit . Upon completion of District review, one
original application will be returned to the Developer or the
Engineer for submittal to the RCID.

7. Prior to the activation of the Developers Utility System that is
connected to the District’s system, the Developer shall furnish,
complete and/.or comply with the items identified on the Customer

Service Application.

Letter of Acceptance

Upon receipt of System Clearance documentation from FDEP for the
_proposed potable water and wastewater systems, the District shall notify
Osceola County, in writing, that construction has been completed and the
. District accepts the connections to the existing District utility systems
and/or that portion of the Developers system given to the District.

Upon receipt of notification from RCID and SFWMD that construction of
the proposed stormwater management system has been accepted, the
District shall notify Osceola County, in writing, that construction has been
completed and the District accepts the proposed stormwater management
system and/or the connections to the existing District Stormwater

Management System.
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SECTION 3
UTILITY SYSTEMS

CONSIDERATIONS AND CRITERIA
Existing Ultilities

The water system for the District is a dual supply system. Potable water
mains have been installed to provide for domestic water use and fire
protection. Reuse (non-potable) water mains have been installed to provide
for irrigation and other non-potable uses. In accordance with the District
Operating Policies and Procedures, all points of connection to the potable
water system shall be metered and shall include a backflow prevention
device. Where applicable, points of connection to the reuse water system
shall be metered.

Support documentation

The design of utilities throughout Celebration are guided by all applicable
local, state and federal plans, guidelines, and regulations and more
specifically by the following Celebration documents:

Large User Agreement City of Kissimmee and the January 1993 with
{LUA) District Amendments
Master Utilities Plan Post: Buckley, Schuh & Fc'bruary 1993 with
{(MUP) Jernigan, Inc. Amendments
Engineering Design Guidelines Post, Buckley, Schuh & June 1994
{EDG) Jernigen, Inc. Revised February 1995

Potable Water

The potable water supplied by the District is purchased from the City of
Kissimmee and meets all local, state and federal drinking water standards.

Reuse Water

The reuse water supplied by the District is purchased from the City of
Kissimmee and meets all state and federal reuse water standards for limited

public access areas.
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Color Coding of Pipelines

The Developer shall provide and install color-coded identification tape as
specified in the Standard Specifications for potable water lines (blue), reuse
water lines (purple) and wastewater force mains (green).

Notifications

In accordance with the District Operating Policies and Procedures, the
District shall be notified 48 hours in advance prior to any flushing,
pressure testing, bacteriological sampling or TV and infiltration/exfiltration
testing so the District’s representative can witness the operations.

Easements

For pipelines and pump stations not within publicly dedicated rights-of-
way and to be owned and operated by the District, the Developer shall
grant to the District utility easements centered over top of pipe for
pipelines and an easement for submersible pump stations, as may be
necessary for the installation, operation and maintenance. However, the
District will consider easements of alternate sizes where appropriate and
where repair and maintenance by the District can be accomplished.

Grease Removal

The grease removal shall be in compliance with all local, state and federal
regulations and the Engineering Design Guidelines.

Record Drawings

Record drawings shall clearly indicate the final as-constructed location of
drainage facilities, utility mains, fittings, valves, hydrants, air release
valves, blowoffs, meter boxes, services, manholes, sewer laterals, cleanouts
and other appurtenances. The location of items listed above shail be
dimensioned and referenced to permanent points of reference. Record
drawings shall also indicate lot sizes, rights-of-way lines, easement lines
and pavement locations. '

Shop Drawings and Operations and Maintenance Instructions

For systems being transferred to the District for ownership and operation,
the Developer shall submit shop drawings of all pumps, piping, valves and
other materials installed, along with the manufacturer’s operation and
maintenance instructions. Two sets of each shall be submitted. The
Developer shall transfer all warranties to the District.
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Pump Stations

Pump stations shall be of the submersible type as specified in the District
Standard Specifications unless otherwise approved by the District. The
Developer shall provide a water service to the pump station with a hose
bibb and vacuum breaker at the station. The minimum wet well diameter
shall be six feet. The pumps, motors, control panel, frame and cover and
guide rails shall be supplied by the pump supplier to insure unit
responsibility. The pumping station shall include an auto nailer system to
notify both the pump station operator and the District of power loss high
or low discharge pressures and high or low level alarms in the wet well.
Provisions for future odor control equipment shall be incorporated into
each lift station design.

Water for Construction

Contractor is to notify the District forty eight (48) hours prior to required
date for temporary construction water. The Developer will supply and
install meter and a backflow preventer in accordance with District
standards. Contractor/customer shall provide protection for assembly from
" damage. Contractor/customer is to notify the District forty eight (48)
hours prior to time desired to remove temporary water service so that the
District may do so. The District will charge for all construction water
used. If construction is a sub-division or new utility extension, Contractor
is responsible for obtaining and installing the backflow preventer for

flushing lines.

Meters

All meters for potable and reuse water service will be furnished, installed
and paid for by the Developer. The meters shall be of the type specified
and accepted by the District. It is the Developer’s responsibility to stake
in the field the desired location of the meter assembly. All potable
‘services shall include an approved backflow preventer. All taps,
connections and backflow preventers will be furnished, installed and paid
for by the Developer. Reuse lines shall not have spigots unless they are
below ground in a vault and locked, including private residences.

Connections to Existing System

No connections to the existing water, wastewater, or reuse water systems
are permitted until the Engineer of Record has certified to the District that
the system is built in accordance with the approved plans, that all testing
is complete and within the allowable limits for leakage and infiltration and
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provide copies of the FDEP clearance letters. The District must be notified
forty eight (48) hours in advance of connecting to the existing system so
that a representative of the District can observe the connection.

Temporary Connection to Water and Wastewater System

The District may permit temporary connection for sales trailers and other
non-permanent uses. In addition, a connection fee, a meter fee and deposit
will be paid in accordance with the District Operating Policies and
Procedures Rate Schedule. '

The District reserves the right to temporarily disconnect the service at any
time to perform maintenance to its lines or to construct new lines. The
District will give, to the extent possible, reasonable notice to the
Contractor/Developer/User prior to any disconnection.

PLANS AND SPECIFICATIONS

All utility system construction plans shall be reviewed by the District.
Construction plan documents shall comply with all applicable local, state
and federal requirements as well as all District requirements and standards -

All utility system technical specifications shall comply, at 2 minimum, with
the District standard technical specifications. If District Specifications are
used, the Developer shall ensure those specifications are edited for the

specific project.

CALCULATIONS AND DOCUMENTATION

All utility system calculations shall be completed‘in accordance with all
local, state and federal regulations, applicable regulatory permitting
requirements, the Master Utilities Plan and the Large User Agreement.

Flow factors to determine potable water and wastewater demands shall be
consistent with those identified in the District Operating Policies and
Procedures Rate Schedule.

For the potable water system including fire protection, the following
standards shall serve as uniform requirements within the District.

1. The maximum daily flow to average daily flow ratio shall be 2.0.

2. The peak hour to average daily flow ratio shall be 4.0.
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Fire flow for non-residential buildings and multi-family residential
units shall be determined in accordance with Insurance Services
Offices (ISO) Standards. The maximum fire flow demand shall be
2000 gallons per minute for a maximum duration of four hours.

Fire flow for single family residential units shall be 750 gallons per
minute for a maximum duration of two hours.

For the wastewater system, the following standards shall serve as uniform
requirements within the District.

1.

Applicable sections of Division 4 of the Code of the City of
Kissimmee shall serve as the basic standard for wastewater treatment
service. These sections are: 29-130.3(b), 29-131, 29-132, 29-133,
29-134 (except subsection c), 29-136, 29-137, 29-138, 29-139, 29-
140 and 29-140.1. :

The transmission system associated with the delivery of wastewater
to the point of connection to the City of Kissimmee system consists
of three components: lift stations (District and Private), gravity
mains and transmission force mains.

Each lift station (District and Private) shall be designed to operate in
concert with the entire District wastewater collection and transmission

system.

Any maintenance or repairs to District or private lift stations
requiring the replacement of a pump, valve or any other
appurtenance/equipment shall not change the hydraulics of the

District’s wastewater transmission system.

Transmission mains shall convey wastewater in such a way as to not
exceed a velocity of 5.0 feet per second.
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